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NOTES

1. AT PLANTING, PRUNE ONLY BROKEN OR DEAD BRANCHES PER ANSI 300 STANDARD.

2. PLANTING WELL / TRENCH SHALL BE DUG TO ALLOW TOP OF ROOT BALL TO SET FLUSH
WITH EXISTING GRADE.

3. SET PLANTS IN ERECT, STABLE, AND UNIFORM POSITIONS. ORIENT BEST FACE OF PLANT TO
BE MOST VISIBLE.

4. UNLESS OTHERWISE DIRECTED BY PROJECT SPECIFICATIONS OR CITY STAFF, SOIL MIXTURE
SHALL BE CLEANED OF DEBRIS, AND MEET SOIL COMPOSITION REQUIREMENTS OF CITY OF
ALEXANDRIA LANDSCAPE GUIDELINES.

5. DO NOT PLACE MULCH IN CONTACT WITH STEM OF PLANTS.
6. ALL PLANTS MUST BE WATERED AT INSTALLATION AND AGAIN WITHIN

48—HOURS OF INSTALLATION, ESTABLISHMENT WATERING SHALL BE PER THE
SPECIFICATIONS ON ALL DETAILS.

AHRUB PLANTING ON SLOPE

NOT TO SCALE

# OF UPDATES: 00 LAST UPDATED:

e “hs. |SHRUB PLANTING
THE INFORMATION SHOWN HEREIN THIS ALEXANDRIA
CITY OF ALEXANDRIA, VIRGINIA DOCUMENT IS FOR GENERAL GUIDANCE Approved by: ON SLOPE
STANDARD LANDSCAPE DETAILS ONLY AND IS NOT INTENTED FOR COA
CONSTRUCTION PURPOSES. ITS USE SHALL ——
CITY OF ALEXANDRIA, VIRGINIA ggTCgEl;gXETBHREOID:Ei:\IGYNLFI;RGOAT_ESSIONAL | OF | ate drawn: L5 010
RESPONSIBILITY. 01701719



AutoCAD SHX Text
NOTES 1. AT PLANTING, PRUNE ONLY BROKEN OR DEAD BRANCHES PER ANSI 300 STANDARD. AT PLANTING, PRUNE ONLY BROKEN OR DEAD BRANCHES PER ANSI 300 STANDARD. 2. PLANTING WELL / TRENCH SHALL BE DUG TO ALLOW TOP OF ROOT BALL TO SET FLUSH PLANTING WELL / TRENCH SHALL BE DUG TO ALLOW TOP OF ROOT BALL TO SET FLUSH WITH EXISTING GRADE. 3. SET PLANTS IN ERECT, STABLE, AND UNIFORM POSITIONS. ORIENT BEST FACE OF PLANT TO SET PLANTS IN ERECT, STABLE, AND UNIFORM POSITIONS. ORIENT BEST FACE OF PLANT TO BE MOST VISIBLE. 4. UNLESS OTHERWISE DIRECTED BY PROJECT SPECIFICATIONS OR CITY STAFF, SOIL MIXTURE UNLESS OTHERWISE DIRECTED BY PROJECT SPECIFICATIONS OR CITY STAFF, SOIL MIXTURE SHALL BE CLEANED OF DEBRIS, AND MEET SOIL COMPOSITION REQUIREMENTS OF CITY OF ALEXANDRIA LANDSCAPE GUIDELINES. 5. DO NOT PLACE MULCH IN CONTACT WITH STEM OF PLANTS. DO NOT PLACE MULCH IN CONTACT WITH STEM OF PLANTS. 6. ALL PLANTS MUST BE WATERED AT INSTALLATION AND AGAIN WITHIN  ALL PLANTS MUST BE WATERED AT INSTALLATION AND AGAIN WITHIN  48-HOURS OF INSTALLATION, ESTABLISHMENT WATERING SHALL BE PER THE  SPECIFICATIONS ON ALL DETAILS.

AutoCAD SHX Text
PLACE TOP OF ROOT BALL FLUSH WITH FINISHED GRADE (TYP.)

AutoCAD SHX Text
3" MULCH OVER ENTIRE PLANTING BED OR AS APPROVED BY CITY STAFF

AutoCAD SHX Text
BACKFILL SOIL MIXTURE (TYP.)

AutoCAD SHX Text
FOR CONTAINER: LOOSEN THE ROOT BALL OF ANY ROOT BOUND PLANTS

AutoCAD SHX Text
UNDISTURBED SUBGRADE OR COMPACTED BACKFILL SOIL MIXTURE

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
EXISTING GRADE

AutoCAD SHX Text
FOR B&B: REMOVE ALL TWINE, ROPE, WIRE, AND BURLAP FROM TOP   OF ROOT BALL23 OF ROOT BALL

AutoCAD SHX Text
Date drawn:

AutoCAD SHX Text
Source:

AutoCAD SHX Text
Approved by:

AutoCAD SHX Text
# OF UPDATES: 00 LAST UPDATED:

AutoCAD SHX Text
SHRUB PLANTING ON SLOPE

AutoCAD SHX Text
A

AutoCAD SHX Text
NOT TO SCALE


